
 

 

 

 

 

 

 

 

 FST-YH520  FST-YH3820  FST-YS220  FST-YH220
1/4” Sony 1/4” Sony

480TV Lines 420TV Lines 420TV Lines 420TV Lines
NTSC  768(H) x 494(V) 380K
PAL 752(H) x 583(V) 440K 

Image Sensor
Resolution

Total Pixel

1/3” Sony

White Balance

Scanning System
Sync. System
Video Output Level
S/N Ratio

 3.6mm FIX Lens

BLC
AES

2:1 Interlace
Internal

 1.0 Vp-p (75 Ohm, composite)
 More than 50dB (AGC off)

Supplied Voltage 
Operating Temperature
Net Weight

 AUTO (3200~10000K)
 1/50~1/12,000 sec.

 537(H) x 505(V) 270K
537(H) x 597(V) 320K 

200g (bracket included)

Min. Illumination 0.000lux (IR LED On)

 AUTO
 20 units (ø5)

 12VDC (9.6~13.2VDC)
 -10ΐC~50ΐC

IR LEDs 

 

 

 

 

 

 Outdoor weatherproof IP66 
 Up to 540TV Lines 
 20pcs IR LED 
 Auto White Balance 
 Elegant design 
 Bracket included 


